
RPM knots l/h l/N mile RPM knots l/h l/N mile

5800 38,8 59,6 1,54 6000 45,8 80,4 1,76
5300 34,5 47,8 1,39 5500 41,6 62,0 1,49
4800 31,3 37,0 1,18 5000 38,4 49,8 1,30
4300 26,8 29,4 1,10 4500 34,0 39,6 1,16

4000 29,1 30,2 1,04
3500 23,6 22,6 0,96

RPM knots l/h l/N mile 1000 5,0 5,4 1,08

5700 38,0 59,0 1,55 600 2,7 2,3 0,85
5200 33,8 47,0 1,39
4700 30,5 36,2 1,17
4200 26,0 29,2 1,12

www.finnmaster.fi

Finnmaster 66 WA
LENGTH: 6,60 m    BEAM: 2,48 m    WEIGHT: 1100 kg    RECOMMENDED ENGINE POWER: 115-225 hp

Test conditionTest condition

fuel consumption

fuel consumption

fuel consumption

Type and power:
Cylinders/capacity:

Yamaha F225Yamaha F150

Engine data Engine data

Test results 4 persons

Test results 2 persons Test results 2 persons

2003

Type and power:

Year model of engine:

Recommended RPM:
Gear ratio:

Weight:

Year model of engine:

Weight:
Gear ratio:

Cylinders/capacity:

Air temperature: + 15 ºC

F225BETX

5000-6000

14 7/8 x 21"-M(SS)
2010

278 kg

6 / 3352 cc

2,00:1

Propeller:

F150AETX
4 / 2670 cc
5000-6000

Air temperature: + 5 ºC

Recommended RPM:
2,00:1
218 kg

Propeller: 13 3/4 x 17"-M (SS)


